ERGO-SENSE™ KEYBOARD PLATFORMS by GERGONETICS

ERGO-710 SERIES

ERGO-710 Mouse-Over Platform (ERGO-710)
Thin Profile Swivel/Tilt-Over/Even Keyboard Platform with Gel Palm Rest.

Radiused 10 inch x 19 inch keyboard platform
with non-skid keyboard pads. Thin profile 1/4
inch phenolic laminate offers unsurpassed
platform strength while creating maximum leg
and knee clearance.

Includes 9 inch elliptical mouse tray. Multi-
position tilt and swivel mechanism permits

mouse tray to be optionally positioned even
with keyboard or in the widely recommended mouse-over configuration.

Quick Change attachment allows transfer of mouse tray from right to left of the platform with no tools.

The ERGO-710 Keyboard Platform is compatible with Ergo-Sense articulating tray arms as well as most
standard tray arm mechanisms. It can be purchased separately for use with a new or existing tray arm or in one
of four optional keyboard platform/tray arm packages.

ERGO-710 Tray Arm Packages

All Ergo-Sense Tray Arm Packages include the Ergo-Sense Standard Articulating Tray Arm in one of four
optional glide track mechanism/length combinations (ball bearing and nylon mechanisms) (17 inch and 19 inch
lengths).

The Ergo-Sense Standard Tray Arm is height adjustable from 1.25 inch above to 7.5 inch below work surface.
Tilt adjustable from +10j to -15; with user friendly range indicator. Standard 360j swivel.

ERGO-710-N17 Packaged w/ Articulating Tray Arm and 17 inch Nylon Glide Track. High-quality nylon glide
mechanism provides superior performance. 17 inch track length permits mounting on work surfaces with 17 to
19 inches in available depth.

ERGO-710-N19 Packaged w/ Articulating Tray Arm and 19 inch Nylon Glide Track. High-quality nylon glide
mechanism provides superior performance. Popular 19 inch track length permits mounting and flush storage for
work surfaces with at least 19 inches in available depth.

ERGO-710-B17 Packaged w/ Articulating Tray Arm and 17 inch Ball Bearing Glide Track. Premium ball bearing
glide mechanism provides ultimate performance. 17 inch track length permits mounting on work surfaces with 17
to 19 inches in available depth.

ERGO-710-B19 Packaged w/ Articulating Tray Arm and 19 inch Ball Bearing Glide Track. Premium ball bearing
glide mechanism provides ultimate performance. Popular 19 inch track length permits mounting and flush
storage for work surfaces with at least 19 inches in available depth.

*Note that the 19 inch glide track length permits flush storage of the platform. It is therefore the most popular
length option regardless of mechanism. However, this option requires an available mounting depth of at least 19 inches. The
17 inch track length permits full operation and partial storage of the tray and arm mechanism for work surfaces between 17
and 19 inches in depth
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